Upgrade new firmware

1. Please follow the description of Chapter 8 in user manual (Protocol: 1K-Xmodem, 115.2Kbps) to upgrade new firmware V2.10.  The filename of new firmware is TA200CrV2.10   

2. After the X-modem procedure, please wait about 15 seconds (you can see LEDs status) to complete the upgrade procedure.

3. Invoke AT command ATI3 (from Hyper-Terminal) to query firmware version, the version must be 2.10

4. Invoke AT command AT$F99 or Tone Command ***991*99# (from telephone) to set to default setting.

Install NT Network Management System

Database server and Database Client software can be on the same computer or different computers.  For first test, suggest installing database server and client software on the same computer.

Install Database Server

1. Extract NTNMS.ZIP

2. Run NMSSETUP.EXE

3. Click “Install MySQL DataBase Server” button

4. Run c:\mysql\bin\winmysqladmin.exe

5. Restart computer

Install Database Client

1. Extract NTNMS.ZIP

2. Run BDE.EXE to install Borland Database Engine

3. Run NMSSETUP.EXE

4. Click “Install MySQL ODBC Driver” button and follow instruction to complete.

4.1 If fail to install, please exit NMSSETUP.EXE and run ODBC_Driver\MyODBC-3.51.05.exe

5. Open Windows “Control Panel”, select “ODBC Data Source”, double click “myodbc3-test”. 

· Modify field “Data Source Name” as “taodbc3”

· Modify field “Host/Server Name(or IP)” as “localhost” (if database server and client software are on the same computer) or the IP Address of Database Server (if database server and client software are on the different computers)

· Modify field “Database Name” as “tadb”

Then, click OK
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6. Click “Install NT NMS” button in NMSSETUP.EXE, and follow the instruction to complete.

7. Click “Install NT Alarm” button in NMSSETUP.EXE, and follow the instruction to complete.

8. Exit NMSSETUP.EXE  

Execute NtNMS

On Network Management Center

1. Connect NT with computer and ISDN line

2. Run Start->Progran->Ntnms->Tanet

3. Add Area, sub-area, segment and NTs from member->Add

User Side

1. Connect NT to ISDN line

